
Solid lead bullet with a light polymer coating that reduces lead residue in the barrel. Accurate 
general purpose bullet.

PISTOL AND REVOLVER CARTRIDGES

BULLET TYPE LRN

WEIGHT grs 158

DIAMETER in 0.357

SECTIONAL 
DENSITY

lb/in²
0.177

MATERIAL OF JACKET -

BALLISTIC 
COEFFICIENT

G1
0.324

PRIMER TYPE Boxer

STYLE Small Pistol Primer

CARTRIDGE LENGTH in 1.541

CASINGS Factory Brass

POWER FACTOR ESTIMATED kgr·fps 157.5

+P AMMUNITION No

TEST BARREL LENGTH in 7½

SUGGESTED USE Range, 
Match/Competition

FEATURES Reliable Functioning, 
Economical, 100% Lead

BOXES PER CASE 20

WEIGHT PER CASE lb 36

PROPERTIES 

PACKAGING 

DISTANCE y MUZZLE 25 50 100

VELOCITY fps 997 982 967 940

ENERGY ft·lb 349 338 328 310

DISTANCE y 12.5 25 50 100

POINTS OF IMPACT in 0.0 0.1 -1.6 -12.3

BALLISTICS

38 SPECIAL
LRN 158 GRS 

SB38A


